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Firmware download information 
 
1. Download the Firmware version R01.7.0 from one of the following Websites: 

• http://www.inmarsat.com/support/fleetbroadband-firmware/ 
OR 

• http://www.wideye.com.sg 
• Click on “Support” to go to the firmware download options 

 
2. Use the Wideye Skipper 150’s Web Interface (WebConsole) to upgrade the new 

firmware.  
 
 

Enhancements and bug fixes in this release  
 

The enhancements and bug fixes to this release (compared to the earlier firmware 

release R01.6.3) include the following: 

 

• Supports China SAS. 

• Includes support of Static Routing Rules and Remote Access Static Rule. 

• Includes support of IPSec/IKE pass-through ALG to allow IPSec VPN traffic (with 

option to enable or disable via MMI). 

• Includes Korean language to the WebConsole (WebMMI) language options. 

• Includes configurable GPS Output baud rate. 

• Supports limited factory reset using Safe-Mode button. 

o When the UT is already in Safe Mode, pressing and holding the Safe Mode 

button for 5 seconds will reset the UT’s IP address to its default IP address 

(192.168.1.35) and will also reset the related Ethernet configurations such as the 

Netmask and the DHCP pool. This is to allow user to access the UT when the 

user forgets its IP address after having it changed earlier. 

• Includes a protection mechanism to prevent change of DHCP pool in single user 

mode (direct mode). 

• Includes fix for a bug that causes SIM-PIN feature not working sometimes when 

enabled. 
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NOTE:  Please contact support@wideye.com.sg  for more details on any of the 

information stated in this firmware release notes. 

 

 


